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Frequently Asked Questions

What Is the process to evaluate ILI survey
results?

Are verification digs necessary?
If so, how many?

What type of information does the ILI service
orovider expect from the field?

How IS this information used?

How iImportant Is it to understand the
accuracy of ILI survey results?
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What 1s the process to evaluate 11 survey
results?

Use available Standards and References

0 API 1163

o NACE RP 0102

o ILI Service Provider Guidelines

o Operator Integrity Management Protocol
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API 1163

Section 9 specifically addresses “System Results
Verification”

The process of evaluating ILI results is outlined:

a

Q

Process validation

Comparison with historic data from the pipeline being
Inspected

Comparison with historic data or large-scale test data
from the ILI system being used

Criteria to determine whether “verification
measurements “ are recommended
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Process Validation

Confirmation of data analysis processes

Comparison of recorded data with previous

data

0 Use previous excavation and repair information

o Use previous surveys with similar pipeline
characteristics

Comparison of reported locations and types

of pipeline components to actual locations

and types of pipeline components
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Veritication Digs

Use API 1163 as a guideline to determine if
verification measurements are recommended
o Historic data for line not available

o Limited amount of historic data or large scale test
data available for ILI system

o Discrepancies found during Process Validation

Integrity Management protocol requires
excavations
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Veritication Digs

Understand detection thresholds, measurement
thresholds, reporting thresholds, and interaction

criteria prior to excavation

Consider errors associated with ILI
measurements and fileld measurements

The comparison between measured and
reported characteristics should be statistically
valid and based on sound engineering practices
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Veritication Digs

o Compare dig results to tool specification

Example Unlty Graph POD: 98% Excavation Results
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Veritication Digs

o See If the dig results are statistically consistent
with tool specifications using distribution
functions

Binomial Distribution
Normal Distribution

o Build confidence intervals to determine range
of true tool performance capabilities
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Veritication Digs

The number of verification measurement
depends on

o The amount of historical data associated with the
pipeline and/or the ILI system
Use previous excavation and repair information

Use previous results from surveys with similar pipeline
and survey characteristics

o The confidence level associated with tool
specifications
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Feedback Loop

Information from

verification measurements

should be forwarded to
service provider

o Format of information can be
agreed on between operator

and service provider

o Quality and accuracy of
Information gathered is
Important

o This includes measurements
that are within and not within

tolerance
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Feedback Loop

Any discrepancies between the reported
Inspection results and verification
measurements that are outside the tool
specifications should be reviewed and source
identified

Tool specifications can be confirmed or re-
established based on information provided
during the feedback loop

Allows for continual improvement of data
analysis processes
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Understanding Accuracy of I1LI Results

Allows the operator to implement an optimal
repair and mitigation program

Allows ILI service providers to offer advanced
analysis methods

o Pressure Based Anomaly Assessment
Crack Assessment
Metal Loss Assessment

o Growth Analysis
o Fitness for Purpose Applications
o Fallure Assessment Diagrams
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Understanding Accuracy of I1LI Results

. FAD - Failure Assessment Diagram - Probabilistic Analys -1O] x|
FAD - PV with Inmver Axial Semi-eliptical Crack [R6/BS-7910 generalized FAD =
Kr < b: Det.  + b: Prob & Param. Geometry and Crack Size [wm]

— FAD Opt. o a: Det. b [mm]: D a [mm]: El

M aterial Characterization [MPa, m]
- Undte 5I: n, kM, k'Nm, bPa, bar
failure uts_ P

[450 | [4D0 |

1.0

Kec
I Walid. Mates.
Safe : Loading and Stase [MPa)
0.5 Stang. [213.5
Saxial (106.75
(= il Load
1} 0.5 1.0 Sr Geom. RBedo Main End |
FAD Simwlation kode:
Parameter lnput FAD Probabiliztic Probabilistic: crack size -
Mean #d.Dev. Mb. of Simulations | |NOrmal =
b [mm] ; 5 1 |2["]|] | Hotes:
a [mm] : 15 3
Failurez TYmean
52 [1,34144 |
Failure Prohahility
[2.95 E-2 |
- \\' ...........................

August 11, 2005 Public Meeting on Pipeline Operator Use of Inline Inspection Devices



Understanding Accuracy of I1LI Results

Allows for modeling the remainder of data set
within an ILI survey

o Estimate Probability of Detection (POD) and
Probability of Identification (POI)

a Calculate True Positives (TP), False Positives
(FP), and False Negatives (FN)

o Approximate distributions for various reported
features
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Conclusion

Successful evaluation of ILI survey results is
possible using a systematic approach and
communication between all parties involved

Understanding the accuracy of IL| survey
results aids in the implementation of an
optimal repair and mitigation program

And enhances the abillity of service providers
to iImplement advanced analysis methods
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